
 
Camarillo 

 
Waterbody: Camarillo Hills Drain (tributary to 
Revolon Slough) 
Location: Daily Rd. overcrossing (34°13'10.00"N, 
119° 3'58.06"W)  
Pros: Likely well-defined rating table 
Cons: Moderate potential for vandalism 
Outstanding Site Selection Tasks: None 
Other Potential Sites: None 
Dry Season Flow Potential: Likely intermittent 
year-round flow due to urban runoff 
 
 



 
Entire City  Selected Subwatershed 

Land Use Acres %  of Total Watershed  Land Use Acres %  of Total Watershed
Agriculture 1585.8 12.6%  Agriculture 6.1 0.2% 
Com_Indus. Mix 12.5 0.1%  Commercial 213.5 7.7% 
Commer. 657.2 5.2%  Facility 48.5 1.7% 
Extraction 58.4 0.5%  No Info Given 57.4 2.1% 
Facility 129.5 1.0%  Res.1 453.4 16.3% 
Industrial_1 32.2 0.2%  Res.2 235.0 8.5% 
Industrial_3 622.6 4.9%  Res.3 1365.5 49.1% 
Military_2 5.7 0.1%  Res.4 15.2 0.5% 
No Info Given 202.2 1.6%  Schools 80.6 2.9% 
Recreation 489.4 3.9%  Transportation 11.7 0.4% 
Res.1 1305.9 10.4%  Under Construction 2.6 0.1% 
Res.2 443.4 3.5%  Utilities 2.3 0.1% 
Res.3 3253.5 25.9%  Vacant Undifferentiated 287.4 10.3% 
Res.4 525.0 4.2%  Totals 2779.1 100.0% 
Schools 325.0 2.6%     
Transportation 954.2 7.6%     
Under Construction 294.8 2.3%     
Utilities 255.8 2.0%     
Vacant Undifferentiated 1423.4 11.4%     

Totals 12576.4 100.0%     
 


