Table F3-4
Extraction Well/Sump Construction and Flow Rates
Casmalia Resources Superfund Site
Casmalia, CA

03/2001  03/2004 1/2001 - 6/2001  03/2001  1/2004 - 6/2004  03/2004

Total Top of Bottom  Contact Depthto Depthto Average Flow Monthly Average Flow Monthly

Depth Screen of Screen Depth Water Water Rate Flow Rate Rate Flow Rate
Well/Sump (ft) Depth (ft) Depth (ft) (ft) (ft) (ft) (ft’/day) (ft’/day) (ft*/day) (ft*/day)
Gallery Well 77.90 54.90 74.90 78.00 54.88 62.15 287 276 172 174
Sump 9B 27.00 8.00 27.00 31.00 13.60 19.12 230 289 53 48
PSCT-1 53.18 43.92 52.42 31.00 39.91 42.49 2685 4814 392 551
PSCT-2 61.90 54.10 62.50 43.75 51.77 54.12 442 1017 177 266
PSCT-3 65.94 55.68 63.98 43.10 53.98 54.12 0 0 0 0
PSCT-4 66.15 47.30 65.20 30.32 49.08 53.20 612 1317 235 310
RAP-1A 37.50 20.10 37.10 22.80 34.83 34.51 364 1083 16 26
RAP-2A 52.80 34.80 54.10 36.50 49.46 49.82 737 1119 195 264
RAP-3A 51.60 33.15 52.15 37.50 47.97 47.20 344 475 154 203
RAP-1B 69.70 50.50 70.00 56.90 28.27 65.10 1169 1157 580 776
RAP-1C 64.50 45.09 64.09 50.00 57.57 50.99 1187 1723 455 783
C-5 91.20 50.00 70.00 83.60 52.28 65.58 1964 2044 1519 1093

Notes:
Sump 9B volumes and flow rates include intermittant pumping from Road Sump.
Metered monthly rates used for March 2004 steady-state model calibration; average flow rates used for March 2001 steady-state calibration.
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