
 
 

 

 

 

 

 

 

 

 

 

 

 

Attachment 10  



 
 

 

This attachment includes photos from several construction sites inspected on April 9-10, 
2014.  Sites include private development, capital improvement projects (CIPs), including 
two linear undergrounding projects (LUPs). 

 

Notes include deficiencies noted by San Diego Water Board inspectors but not noted by 
City inspectors.



Photos from Audit Field Days Date: April 9, 2014 
Location: Civita 
 

 

 

Finished/inactive area with 
no erosion control BMPs 

Non-storm water discharge 
has reached storm drain 



Photos from Audit Field Days Date: April 9, 2014 
Location: Civita 
 

Area with exposed soil should 
be inspected more 
thoroughly 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Archstone Mission Gorge 
 

 
 

 
 

Ineffective tracking BMPs. 
Traffic out of site not 
required to travel over track- 
out controls. 

Area that is inactive or could 
be scheduled to be inactive 
without erosion controls. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Archstone Mission Gorge 
 

 
 

 
 

Inactive slope without 
erosion controls. 

Inactive slope without 
erosion controls. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Archstone Mission Gorge 
 

 
 

 
 

Evidence of ineffective 
implementation of erosion 
controls, and lack of 
maintenance of perimeter 
controls. 

Area that is inactive or could 
be scheduled to be inactive 
without erosion controls. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Archstone Mission Gorge 
 

 
 

 
 

Inactive slope without 
erosion controls. 

Area that is inactive or could 
be scheduled to be inactive 
without erosion controls. 

Soil stockpiles with no 
containment or protection 
from wind and rain erosion. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Deerfield Street Slope Repair CIP 
 

 
 

 
 

Non-storm water discharge 
by site personnel. 

Lack of run-on control 
BMPs 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Princess View Drive Storm Drain CIP 
 

 
 

 
 

Concrete cutting slurry 
residues observed that 
could have been cleaned 
during cutting. 

No evidence of cover 
available for waste 
container. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Fountain Street Slope Repair CIP 
 

 
 

Lack of perimeter 
control BMPs. 

Linear sediment control 
BMPs not properly 
installed. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Bankers Hill (LUP Job 945) 
 

Inadequate Storm Drain 
Inlet Protection 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Bankers Hill (LUP Job 945) 
 

 

In the event of rain, City must 
have BMP plan for the 
excavated soil. 

Rusty pipe should be contained 
and not in contact with ground. 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Pacific Beach (LUP Job 814) 
 

Storm drain inlet BMPs need 
maintenance 



Photos from Audit Field Days Date:  April 9, 2014 
Location:  Pacific Beach (LUP Job 814) 
 

Stockpile not properly contained and 
heavy equipment can disperse 
material into the street and offsite. 



Photos from Audit Field Days Date:  April 10, 2014 
Location:  La Jolla Centre 3 
 
 

 
 

 

Inactive slope without 
erosion controls. 

     
      

Active stockpile/slope 
requires erosion control 
measures to be implemented 
before rain event 

 



Photos from Audit Field Days Date:  April 10, 2014 
Location:  La Jolla Centre 3 
 

 
 
 
 
 

Active stockpile/slope 
requires erosion control 
measures to be implemented 
before rain event 

 



Photos from Audit Field Days Date: April 10, 2014 
Location:  Scripps Health 
 

 

 
 

 

Area without perimeter 
controls to prevent run-on 
and run-off. 

Perimeter control BMPs 
not properly installed 
or maintained. 



Photos from Audit Field Days Date: April 10, 2014 
Location:  Scripps Health 
 

 

 

 

Looking upstream towards 
construction site—sediment in 
paved area will drain towards 
storm drain; sediment not 
properly contained 

Direction of flow 

Straw wattle is ineffective at 
keeping sediment contained in 
active construction area.  Port-
a-potty’s are in the flow line. 



Photos from Audit Field Days Date: April 10, 2014 
Location:  Scripps Health 
 

 

  

Drums do not have secondary 
containment and are not in 
designated storage area 

Bag labeled “hazardous 
material” does not have 
secondary containment; Not 
in designated storage area 


